SECTION 08310 



ACCESS DOORS AND PANELS 

PART1 GENERAL 

1.01 SECTION INCLUDES 

A. Access door and frame units, fire-rated and non-fire-rated, in wall, and ceiling locations. 

1.02 REFERENCE STANDARDS 

A. UL (FRD) - Fire Resistance Directory; Underwriters Laboratories Inc.; current edition. 

1.03 SUBMITTALS 

A. See Section 01300 - Administrative Requirements, for submittal procedures. 

B. Product Data: Provide sizes, types, finishes, hardware, scheduled locations, and details of 
adjoining work. 

C. Shop Drawings: Indicate exact position of all access door units. 

D. Project Record Documents: Record actual locations of all access units. 
PART 2 PRODUCTS 

2.01 MANUFACTURERS 

A. Access Doors: 

1. Acudor Products Inc: www.acudor.com. 

2. Karp Associates, Inc: www.karpinc.com. 

3. Milcor Inc: www.milcorinc.com. 

4. Substitutions: See Section 01600 - Product Requirements. 

2.02 ACCESS DOORS AND PANELS 

A. All Units: Factory fabricated, fully assembled units with corner joints welded, filled, and ground 
flush; square and without rack or warp; coordinate requirements with assemblies units are to be 
installed in. 

B. Units in Fire Rated Assemblies: Fire rating equivalent to the fire rated assembly in which they 
are to be installed. 

1 . Provide products listed and labeled by UL as suitable for the purpose specified and 
indicated. 

2.03 WALL AND CEILING UNITS 

A. Door and Frame Units: Formed steel. 

1 . Frames and flanges: 0.058 inch steel. 

2. Door panels: 0.070 inch single thickness steel sheet. 

3. Sizes: 

a. Walls: 12x12 inches. 

b. Ceilings: 12x12 inches. 

4. Hardware: 

a. Hinge: Concealed constant force closure spring type. 

b. Lock: Screw driver slot for quarter turn cam lock. 

5. Galvanized, hot dipped finish. 

6. Prime coat with baked on primer. 

PART 3 EXECUTION 
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3.01 EXAMINATION 

A. Verify that rough openings are correctly sized and located. 

3.02 INSTALLATION 

A. Install units in accordance with manufacturer's instructions. 

B. Install frames plumb and level in openings. Secure rigidly in place. 

C. Position units to provide convenient access to the concealed work requiring access. 

END OF SECTION 
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